Cathodic Dip Painting

MetaLine® Series 700 — Coatings for electrical insulation in dip painting

Sprayable, elastomeric coatings as non-stick lining
in cathodic dip painting (cataphoresis). Smooth
surface and repairable at any time. In contrast

to often used glass-fiber reinforced vinyl ester
coatings, extremely impact and shock resistant.

Electrically insulating.

Applications

B conveying satellites
B dip basins
B auxiliary frames
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Reference

W up to 5 KV dielectric strength per mm
layer thickness

W non-stick properties reduce deposits and avoid
fabrication errors

W flexible film properties prevent chipping or
flaking

MetaLine Surface Protection GmbH | DE-71157 Hildrizhausen (Germany) | Robert-Bosch-Str. 5-11
Tel. +49 (0)7034 3100-0 | Fax +49 (0)7034 3100-5 | www.metaline.com | info@metaline.de

Subject to technical modifications! Information and application examples in this document are provided to the best of our knowledge. However,
they also apply without guarantee in reference to the exclusive rights of third parties and do not release the user to check the products and
processes for their suitability and material tolerance regarding their intended use. We do not assume liability for the application results.
Copyright by MetaLine Surface Protection GmbH, DE-71157 Hildrizhausen (1960 - 2023). MetaLine is a registered trademark of our company.



